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Sauger
Schlauchlänge: max. 2,5 m

Höhe: 2 m
Anschluss: 400 V / 32 A

Gewicht: ca. 1,3 t
Bodenabstand Eintritt: 203 mm
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Option
Trommelmuldenfilter

Schlauchlänge
max. 4 m

Anschluss: 400 V / 16 A
Höhe: 1,7 m

Gewicht: ca. 550 kg
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Oil mist suction
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Option

Vacuum cleaner
hose lengh: max. 2.5 m

height: 2 m

Ground clearance inflow: 250 mm
position selectable
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Option
Drum cavity filter

hose lengh max. 4 m
connection: 400 V / 16 A

height: 1.7 m
weight: approx. 550 kg
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Exhaust air

Dimensions
RXP 501/DS/DSC

Subject to change
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1  = Connections (Electric, Network)
2  = Connections (Air, Water) 
Height of machine: approx. 2520 mm
Weight of machine: approx.  6.5 t
Connected power: 400 V / 32 A (HSK A63: 400 V / 63 A)
Compressed air connection: at least 6.5 bar
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Sauger
Schlauchlänge: max. 2,5 m

Höhe: 2 m
Anschluss: 400 V / 32 A

Gewicht: ca. 1,3 t
Bodenabstand Eintritt: 203 mm

Position wahlweise
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Chip conveyor

Cooling unit
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Option
Trommelmuldenfilter

Schlauchlänge
max. 4 m

Anschluss: 400 V / 16 A
Höhe: 1,7 m

Gewicht: ca. 550 kg
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Option
Emulsions unit

hose lengh max. 4 m
connection: 400 V / 16 A

height: 1.7 m
weight: approx. 550 kg

1523 mm

13
10

 m
m

73
0 

mm

22
50

 m
m

600 mm
Exhaust air

13
80

 m
m

Option

Dust extraction
hose lengh: max. 2.5 m

height: 2 m

Ground clearance inflow: 250 mm
position selectable


